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SALIEABS offers water metering solutions based on 

Faraday’s law of magnetic induction. EMF meters enable 

the next generation of smart metering. SALIEABS 

delivers solutions from individual meters and remote 

reading systems.  

The electromagnetic flow meter is a true volume 

measuring meter. The magnetic field is generated by a 

set of coils. As the conductive liquid passes through the 

electromagnetic field, an electric voltage is induced in 

the field which is proportional to the velocity. The 

voltage sensed by the electrodes is further processed 

by the display unit to give standardised output. As long 

as it maintains certain minimum conductivity, the 

measurement of the flow is independent 

of temperature, viscosity, pressure and dissolved /un 

dissolved solids.  

Various types of Liner & Electrode are used as per 

application requirements. Empty pipe detection is also 

provided. Integral or remote communicator AMR unit 

supporting bi-directional communication with head end 

system directly or through gateways.  

Application areas include ETP, STP, chemical, sugar, 

pharma, ceramic, paper industries and water supply 

schemes of water boards. 

 Remote & integral display options 

 Integral retrofit or remote AMR unit. 

 Supports communication technologies like WM-Bus 

868 MHz, LoRa 868 MHz, M2M and NB-IoT. 

 Detects reverse flow. 

 RS485 MODBUS and pulse output available for 

system integration. 

 PTFE / hard rubber liner options 

 IP68 construction on remote display model 

 IP67 construction on integral display model. 

Pipe Size 
(Inch ,  
NB) 

Max Flow 
(m3/h) 

Max 
Flow 
(L/M) 

½, 15 4 66 
¾, 20 6 100 
1, 25 9 150 

1 ½, 40 22 366 
2, 50 36 600 

2 ½, 65 60 1000 
3, 80 90 1500 
4, 100 121 2016 
5, 125 200 3333 
6, 150 318 5300 
8, 200 450 7500 
10, 250 600 10000 
12, 300 850 14166 

 

Features 

With Optional AMR Transmitter 

GPRS/4G 


